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JFE



JFE

1965 1978

1991

Clean Mix

2



240M

255M

270M

270MS

255M-90

260A

280A

301A

300A

304A

Sigmaloy 2010

Sigmaloy 215S

Sigmaloy 415S

AH4515

4655S

5MOS

4MOA

5CRA

4100V

20CRV

30CRV

25MOA

35MOA

50MOA

65COA

Clean-Mix

B-80

MG270H

303A-60

WH-100

G

300AG

K-100T

KB-90

300R

301SGMR

S-100

Mo

22
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T.C.

JFE

4



JFE

5



JFE

CLEAN MIX

Cr

粉

称量 分
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240M

255M

270M

270MS

255M-90

260A

280A

301A

300A

304A

B-80

MG270H

303A-60

WH-100

G

300AG

K-100T

KB-90

300R

301SGMR

S-100

JFE

(%)  (μm) (%)

(%) (Mg/m3) (s/50g) (Mg/m3) (%)

＋ 250 ＋ 180 ＋ 150 ＋ 106 ＋ 75 ＋ 63 ＋ 45 − 45

 490MPa.,     1%Zn-St

T. Fe M. Fe T. C Si Mn P S O

98.5≦

98.0≦

98.0≦

70.0≦

98.0≦

98.5≦

99.0≦

Bal.

0.15～　
　　0.35 

0.10～　
　　0.25 

0.15～　
　　0.25 

≦0.80

≦35.0

≦25.0
≦2.0

≦10.0

≦15.0

≦2.0

≦2.0

≦2.0

≦2.0

≦2.0

≦5.0

≦5.0

≦5.0

≦0.30

≦0.25

≦0.50

≦0.25

≦0.30

≦0.020≦0.020

≦0.025

≦0.015

≦0.015

≦0.020

≦0.020

≦0.020

≦0.025

≦0.025

≦0.025

≦0.020

≦0.020

≦0.020

≦0.020

≦0.020

≦0.025

≦0.020

≦0.015

≦0.40

≦0.15

≦0.250

≦0.200

≦0.150

≦0.300

≦0.350

≦1.200

≦0.12

≦0.40

≦0.40

≦0.40

≦0.30

≦0.10

≦0.15

≦0.05

≦0.05

≦0.15

≦0.15

≦0.10

≦0.20

≦0.020

≦0.030

≦0.020

≦0.010

≦0.010

≦0.050

≦0.020

≦0.020

≦0.100

≦0.100

≦0.250

≦0.35

≦25.0

≦25.0≦15.0≦15.0

≦15.0

≦40.0

≦15.0

≦10.0

≦10.0≦1.0

≦2.0

≦2.0

≦2.0 ≦10.0

≦15.0

≦25.0

≦30.0

≦30.0

≦40.0

≦30.0

≦30.0

≦35.0

≦30.0

≦35.0

≦35.0

6.60≦

≦1.00
6.70≦

≦1.50
6.75≦

6.75≦

6.80≦

6.60≦

6.75≦

6.90≦

≦1.20

≦0.80

≦0.90

≦1.00

≦1.20

≦1.50

6.70≦

2.20～2.45

5.0～25.0

5.0～30.0

5.0～30.0

5.0～25.0

10.0～30.0

10.0～30.0

10.0～40.0

15.0～35.0

5.0～40.0

50.0～80.0

10.0～40.035.0～80.0

5.0～30.0 5.0～25.0

10.0～25.0

5.0～25.0

20.0～50.015.0～35.0

10.0～30.0

10.0～40.0

20.0～50.0

25.0～45.0 15.0～45.0

15.0～35.0

15.0～35.05.0～15.0

15.0～35.0

30.0～55.0

5.0～20.0

2.45～2.65

2.60～2.80

2.62～2.82

2.47～2.67

2.55～2.75

2.70～2.90

2.80～3.05

2.85～3.10

2.20～2.45

2.62～2.82

2.85～3.05

2.40～2.80

1.40～2.20

90.0≦

87.0≦
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(%) (μm)(%)

(Mg/m3) (Mg/m3)(s/50g)
＋ 250 ＋ 180 ＋ 150 ＋ 106 ＋ 75 ＋ 63 ＋ 45 − 45T. C Si Mn P S Cu Ni Cr Mo V Co O

SIGMALOY
　　　　2010

SIGMALOY
　　　　215S

SIGMALOY
　　　　415S

AH4515

4655S

5MOS

4MOA

5CRA

4100V

20CRV

30CRV

25MOA

35MOA

50MOA

65COA

1.30～　
　　1.70 

1.50～　
　　2.00 

0.15～　
　　0.25 

0.60～　
　　0.90 

0.170～  
　 0.230

1.80～　
　　2.20 

4.00～　
　　4.80 

0.40～　
　　0.60 

1.40～　
　　1.80 

0.10～　
　　0.30 

0.45～　
　　0.65 

0.50～　
　　0.70 

0.50～　
　　0.70 

0.20～　
　　0.40 

0.20～　
　　0.40 

0.20～　
　　0.40 

2.00～　
　　3.00 

3.20～　
　　3.50 

4.50～　
　　5.50 

1.30～　
　　1.70 

6.00～　
　　7.00 

0.15～　
　　0.30 

0.90～　
　　1.20 

1.80～　
　　2.20 

2.50～　
　　3.50 

0.90～　
　　1.10 

10.0～　
　　30.0 

10.0～　
　　30.0 

10.0～　
　　35.0 

10.0～　
　　40.0 

10.0～　
　　40.0 

5.0～　
　　30.0 

5.0～　
　　25.0 

5.0～　
　　25.0 

5.0～　
　　30.0 

10.0～　
　　35.0 

2.90～　
　　3.10 

2.90～　
　　3.20 

2.70～　
　　3.10 

2.70～　
　　2.95 

2.80～　
　　3.30 

2.55～　
　　2.85 

2.95～　
　　3.35 

2.95～　
　　3.25 

2.95～　
　　3.35 

2.75～　
　　3.05 

2.80～　
　　3.10 

5.0～　
　　20.0 

10.0～　
　　30.0 

10.0～　
　　30.0 

15.0～　
　　30.0 

10.0～　
　　35.0 

5.0～　
　　30.0 

5.0～　
　　35.0 

0.45～　
　　0.55 

15.0～　
　　45.0 

15.0～　
　　35.0 

15.0～　
　　35.0 

10.0～　
　　40.0 

10.0～　
　　35.0 

5.0～　
　　25.0 

15.0～　
　　30.0 

5.0～　
　　30.0 

10.0～　
　　40.0 

10.0～　
　　30.0 

≦0.010

≦0.050

≦0.100

≦0.10

≦0.020

≦0.06

≦0.05

≦0.06

≦0.030

≦0.020

≦0.020

≦0.020

≦0.050

≦0.020 ≦0.030

≦0.030

≦0.030

≦0.030

≦0.020

≦0.030

≦0.30

≦0.30

≦0.15

≦0.15

≦0.20

≦0.20

≦0.25

≦0.05 ≦0.12 ≦0.015 ≦0.015

≦0.120

≦2.0 ≦15.0

≦2.0 ≦25.0

≦10.0

≦5.0

≦2.0

≦3.0

≦20.0

≦15.0

≦20.0

≦15.0

≦2.0 ≦15.0

≦25.0

≦25.0 ≦25.0

≦20.0

≦25.0

≦20.0

≦30.0

≦30.0

≦40.0

≦35.0

≦30.0

≦35.0

≦30.0

7.15 ≦ ≦0.150

≦0.200

≦0.150

≦0.300

≦0.250

≦0.250

≦0.200

≦0.250

7.10 ≦ 
3

7.05 ≦ 
3

6.65 ≦ 
1

6.90 ≦ 
3

6.70 ≦ 
2

7.10 ≦ 
3

3

0.10～　
　　0.30 

0.40～　
　　0.60 

0.10～　
　　0.30 

0.15～　
　　0.25 

0.35～　
　　0.55 

10.0～　
　　30.0

2.90～　
　　3.20 ≦0.020

≦2.0 ≦15.0

≦30.0

≦0.200

≦0.400

7.10 ≦ 
3

Mo 

2

3

1 :  490MPa
:  588MPa
:  686MPa

1%Zn-St
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JFE

270MS

270M

255M

240M

7.4

7.0

6.6

6.2

5.8
294 392 490 588 686

Fe+1%ZnSt

1.5

1.0

0.5

0
6.46.0 6.8 7.2

270MS

270M

255M

240M

7.4

7.0

6.6

6.2

5.8
294 392 490 588 686

304A

300A, 301A

260A, 280A

1.5

1.0

0.5

0
6.46.0 6.8 7.2

304A

301A

300A

280A

260A

(M
g/

m
3 )

(MPa)

JFE

H2

(1)

(2)

JFE(1)

(2)

(%
)

(%
)

(Mg/m3)

(M
g/

m
3 )

(MPa)

(Mg/m3)

Fe+1%ZnSt

Fe+1%ZnSt Fe+1%ZnSt

12



6.66.4 6.8 7.0

0.4

0.3

0.2

0.1

0

6.66.4 6.8 7.0

20

15

10

5

0
6.66.4 6.8 7.0

100

80

60

40

20

6.66.4 6.8 7.0

600

500

400

300

200

JFE

JFE

JFE

(1)

(2)

(3)

(Mg/m3) (Mg/m3)

(Mg/m3) (Mg/m3)

(%
)

300A

300A

255M

(J
)

255M

(H
R

B
)

(N
/m

m
2 )

300A

255M

300A

255M

: Fe-1.5%Cu-0.5%Gr+1%ZnSt

: 1130℃ × 20min

: RX , D.P. 0℃

13



4100V,  30CRV

1,600

1,200

800

400

0
0.5 0.7 0.9

100

80

60

40

20
0.5 0.7 0.9

7.2

7.0

6.8

6.6

6.4
392 490 588 686 784

4100V

30CRV

6.86.6 7.0 7.2

1.2

1.0

0.8

0.6

0.4

4100V

30CRV

1. Cr  “4100V, 30CRV” 

Cr

30CRV

(1)

(2)

(3)

(4)

(M
g/

m
3 )

(MPa)

(%
)

(Mg/m3)

(N
/m

m
2 )

(H
R

A
)

Gr (%)

Gr (%)

4100V

4100V

30CRV

30CRV

4100V

30CRV

4100V

30CRV

Fe + 1% ZnSt

Fe + 1% ZnSt

: Fe-X%Gr+1%ZnSt

: 686MPa

: 1250℃ × 60min in AX

: 4100V : 810℃ × 30min,  O. Q.

: 30CRV : 850 ~ 900℃ × 30min,  O. Q.

: 4100V  : 170℃ × 90min,  A. C.

: 30CRV : 170℃ × 60min,  A. C.

14



SIGMALOY™ 415S

2,500

2,200

1,900

1,600

1,300

1,000
1,100 1,150 1,200 1,250 1,300 1,350

x 20min
RX

x 45min
N2

x 90min
N2

45

40

35

30

25

20
1,100 1,150 1,200 1,250 1,300 1,350

7.4

7.2

7.0

6.8

6.6
392 490 588 686 784

7.06.8 7.2 7.4

1.0

0.8

0.6

0.4

0.2

2. Ni-Mo
    “SIGMALOY™ 415S” 

Ni-Mo

SIGMALOY™ 415S Ni

1250℃

(1)

(2)

(3)

(M
g/

m
3 )

(%
)

(MPa)

(Mg/m3)

(H
R

C
)

SIGMALOY 415S

SIGMALOY 415S

(N
/m

m
2 )

(℃)

(℃)

SIGMALOY 415S

SIGMALOY 415S

Fe+1%ZnSt

Fe+1%ZnSt
x 20min

RX
x 45min

N2

x 90min
N2

: Fe-0.5%Gr+0.75%ZnSt

: 7.0Mg/m3

: 870℃ × 60min in,  O. Q.

: 200℃ × 60min in,  A. C.

15



3. Ni-Mo
    “SIGMALOY™ 2010” 

7.4

7.2

7.0

6.8

6.6
392 490 588 686 784

(M
g/

m
3 )

(MPa)

1,600

1,400

1,200

1,000

800
1,100 1,150 1,200 1,250 1,300 1,350

10

10

10

10

10

1

0

−1

−2

−3

0 5 10 15 20

1250℃ × 60min.

70

60

50

40

30

20
1,100 1,150 1,200 1,250 1,300 1,350

1P1S1H SIGMALOY™ 415S

2P2S1H

(1)

(2)

(3)

SIGMALOY™ 2010

(m
m

3 )

(km)

SIGMALOY 415S

SIGMALOY 2010

SIGMALOY 2010

SIGMALOY 415S

(H
R

B
)

(℃)

(℃)

JIP SIGMALLOY 415S

JIP SIGMALLOY 2010

(N
/m

m
2 )

Fe+1%ZnSt

Fe+1%ZnSt

: Fe-0.3%Gr+1%ZnSt

: 686MPa

: 60min in AX

: 920℃ ×150min,  O. Q.

: 180℃ × 60min,  A. Q. 

16



4. Ni FM600

4%Ni(1) 4%Ni 1 / 5(2)

7.30

7.20

7.10

7.00

6.90

6.80
400 500 600 700 800

FM600

4Ni

(M
g/

m
3 )

(MPa)

700

600

500

400

300

6.8 6.9 7.0 7.1 7.2

FM600

4Ni

(M
P

a)

(Mg/m3)

100

90

80

70

60

6.8 6.9 7.0 7.1 7.2

FM600
4Ni

(H
R

B
)

(Mg/m3)

0.5

0.4

0.3

0.2

0.1

0

0 500 1000 1500

FM600

4Ni

(m
m

)

(m)

F M 6 0 0

4 N i

: 4M0A(0.45Mo)-2％Cu-0.8％Gr+0.5%Lub(HDX)

: SIGMALOY 415S-0.6%Gr+0.8％Lub(ZnSt)

: 490、588、686MPa(5、6 、7t/cm2)

: (1130℃、10分、RX )

: 

: 0.1mm/rec   

: 200m/
: 0.5mm

17



5. Ni FM1000

4%Ni(1) 4%Ni 1 / 5(2)

FM1000
FM1000 4Ni

50

45

40

35

30

25

20

6.9 7.0 7.1 7.2 7.3

(H
R

C
)

 (Mg/m3)

1400

1200

1000

800

600

6.9 7.0 7.1 7.2 7.3

FM1000

4Ni

4Ni

FM1000

 (
M

P
a)

 (Mg/m3)

Ni

25μm25μm25μm

25μm25μm25μm

25μm25μm25μm

25μm25μm25μm

:   900℃×60   CP 0.8%

60℃ 180℃×60

FM1000

4 N i

: 4M0A(0.45Mo)-1%Cu-0.5%Gr+0.5%Lub(HDX)

: SIGMALOY 415S-0.3%Gr+0.8%Lub(ZnSt)

: 490 588 686MPa(5 6 7t/cm2)

: (1130℃ 10分 RX )

18



6. Ni FM1300
4%Ni(1)

Mo AH4515

(0.45% ＋0.15％ )

(2)

4%Ni(3)

25μm

25μm

25μm

25μm

最 荷
摩擦速度
滴 油

：12.6kgf

：4.21m/sec

：DEXRON Ⅲ( 1 )

55

50

45

40

35

30

6.8 7.0 7.2 7.4

(H
R

C
)

 (Mg/m3)

1500

1400

1300

1200

1100

1000

6.8 7.0 7.2 7.4

FM1300

4Ni

4Ni

FM1300

 (
M

P
a)

 (Mg/m3)

100

10-1

10-2

10-3

0 1000 2000 3000 4000

摩
耗
量
（
m
m
3 ）

 (m)

3500

3000

2500

2000

1500

105 106 107 108

4Ni (7.14Mg/m3)

FM1300
(7.15Mg/m3)

 (
M

P
a)

4Ni (7.31Mg/m3)

FM1300 (7.15Mg/m3)

n＝2

F M 1 3 0 0

4 N i

: AH4515(0.6Mo)-0.5%Gr＋0.5%Lub(HDX)

: SIGMALOY 415S-0.3%Gr+0.6%Lub(EBS)

: 6.8 7.0 7.2Mg/m3

: (1250℃ 60分 N2-10%H2 )

: 900℃×60 CP0.8% 60℃ 180℃×60           
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JFE

1

2

300A255M X 400 X 400

255M 300AX 200 X 200

20



3

4 4100V EPMA

Cr

SIGMALOY™ SEM

Mn

SIGMALOY™ Ni
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“Clean Mix”

Clean Mix
Clean Mix

Ni

Cu Mo Clean Mix

Clean Mix

No

6

7

8

9

10

11

12

LX

JFM3

JFM4

JFMX

ZERO

Ni FM600 1000 1300

21SX

5 HDX 0.5％

4 Cu Cu

3 Zn

2 Wax Zn

1 Zn

4％Ni

13 Cu

Cu
Clean Mix

.  

.  

Cu

20μm20μm20μm

20μm20μm20μm

.  

.  

22

Clean Mix



20μm

20μm

1.8

1.6

1.4

1.2

1.0
0 400 600 800 1000200

0.35

0.30

0.25

0.20

0.15
0 2000 3000 4000 50001000

1,400

1,200

1,000

800

600

400

200

0
0 100 150 200 25050

100

80

60

40

20

0

Fe-2%Cu-X%Gr

1%Gr 2%Gr

30

20

10

0

“Clean Mix”
(%

)

Clean Mix

150μm ~ 75μm

(c
pm

)

(%
)

Clean Mix Clean Mix

Clean Mix

Clean Mix

Clean Mix

( )

(kg)

(s
/5

0g
)

(%
)

( )

Clean Mix

Fe-2%Cu-1%Gr

Fe-2%Cu-0.8%GrFe-2%Cu-0.8%Gr
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7.0

6.9

6.8

6.7

28

26

24

22

1.0

0.8

0.6

600

500

400

300

3.6

3.4

3.2

3.0

70

60

50

40

20

10

0

“Clean Mix”

Clean Mix

(N
/m

m
2 )

(M
g/

m
3 )

Clean Mix Clean Mix

Clean Mix

(M
P

a)
(%

)

(H
R
B

)

Clean Mix

Clean Mix

(J
)

Clean Mix

(M
g/

m
3 )

Clean Mix

24
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JFM3 : 6

MnS 3

JFM4 : 200m/min

4 MnS 3

JFMX: JFM4

140

120

100

80

60

40

20

0
0.5％MnS 0.75％JFM3

: φ1.2mm
: 10,000rpm
: 0.03mm/rev

: 6mm

 : 260A-0.9%C

 : 6.6Mg/m3

 : 1150℃ 15 N2-5％H2

 : 301A-2%Cu-0.8%C

 : 6.9Mg/m3

 : 1130℃ 20  RX

0.5

0.4

0.3

0.2

0.1

0
0.5％MnS 0.2％JFM4

: P10
: 200m/min
: 0.5mm
: 0.1mm/rev(m

m
)

0.25

0.20

0.15

0.10

0.05

0.00
0 1000 2000 3000 4000 5000

MnS

JFM™4

JFM™X

MnS

JFM™4

JFM™X

(m
m

)

(N
)

300

250

200

150

MnS

JFM®4

JFM®X

MnS

JFM™X

(m)

0 500 1000 1500 2000

1503

JFM™4 : 
1115

: 
1183

 : (T1200A)  
 : 100m/min
 : 0.1mm/rev
 : 0.5mm

 : (HMD026M) φ2.6mm
 : 5,000rpm
 : 10mm
 : 0.15mm/rev

 : 301A-2%Cu-0.8%C+ ( 0.5%MnS 0.2%JFM4 0.3%JFMX)

 : 6.9Mg/m3

 : 1130℃ 20  RX

JFM3

JFMX

JFM4

1. Clean Mix JFM™
    (JFM™3 JFM™4 JFM™X)

550mm
1050mm
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2. 
Clean Mix ZERO

  •  

  •  

  •  

  •  

Clean Mix ZERO

 : 
 : Clean Mix
 : Clean Mix ZERO

 : 301A-2%Cu-0.9%Gr+0.8%

 : φ30mm×φ20mm×30mmH

 : 6.8Mg/m3

 : 400 /hr

1.0

0.8

0.6

0.4

0.2

0.0
Clean Mix

ZERO

1mm

100

1.6

1.4

1.2
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0.8

0.6

0.4
5 20

30%

Clean Mix ZERO
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)

Clean Mix ZERO
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S91 0.5

20kg 300kg

S91 11kg(1 )
10kg 1kg

165kg(15 )
150kg 15kg

S91   11kg

 S91

10kg

1kg

S91

11kg
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500kg,  1,000kg

500kg 1,000kg
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如需订货或咨询，敬请与以下部门或最近的 JFE 钢铁办事处联系。

100-0011 东京都千代田区内幸町 2 丁目 2 番 3 号 （日比谷国际大厦）

铁粉营业部   铁粉室　　　　　　　　电话 : +81-3-3597-4062、4063、4064　传真 : +81-3-3597-4567
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1601R(1211) SP

请顾客注意
●本商品目录记载的特性值等技术信息，除规格值以外，没有任何保证意义。
●本商品目录记载的产品，根据使用目的、使用条件等，其性能、性质有时与记载内容会有所不同。
●因错误使用本商品目录记载的技术信息等，而发生损害时，本公司概不负责。

Copyright © JFE Steel Corporation. All Rights Reserved.
严禁复制、转载、修改、翻译、分发、上传文件内容的全部或部分。

http://www.jfe-steel.co.jp/ch/

HEAD OFFICE
Hibiya Kokusai Building, 2-3 Uchisaiwaicho 2-chome, Chiyodaku, Tokyo 100-0011, Japan         Phone: (81)3-3597-3111     Fax: (81)3-3597-4860

HANOI
JFE Steel Vietnam Co., Ltd., Hanoi Branch
Unit 510, 5th Floor, Hanoi Press Club, 59A Ly Thai To 
Street, Hoan Kiem Dist., Hanoi, Vietnam
Phone: (84)4-3936-7776 Fax: (84)4-3936-7775

BANGKOK
JFE Steel (Thailand) Ltd.
22nd Floor, Abdulrahim Place 990, Rama IV Road, 
Bangkok 10500, Thailand
Phone: (66)2-636-1886 Fax: (66)2-636-1891

SINGAPORE
JFE Steel Asia Pte. Ltd.
16 Raffles Quay, No.15-03, Hong Leong Building, 
048581, Singapore
Phone: (65)6220-1174 Fax: (65)6224-8357

JAKARTA
JFE Steel Corporation, Jakarta Office
6th Floor Summitmas II, JL Jendral Sudirman Kav. 
61-62, Jakarta 12190, Indonesia 
Phone: (62)21-522-6405 Fax: (62)21-522-6408

NEW DELHI
JFE Steel India Private Limited
806, 8th Floor, Tower-B, Unitech Signature Towers, 
South City-I, NH-8, Gurgaon 122001, Haryana, India
Phone: (91)124-426-4981 Fax: (91)124-426-4982

MUMBAI
JFE Steel India Private Limited, Mumbai Office
308, A Wing, 215 Atrium, Andheri - Kurla Road, 
Andheri (East), Mumbai - 400093, Maharashtra, India
Phone: (91)22-3076-2760 Fax: (91)22-3076-2764

CHENNAI
JFE Steel India Private Limited, Chennai Office
Ground Floor, SPIC Annexe Building, No.86, Mount 
Road, Guindy, Chennai - 600032, Tamil Nadu, India
Phone: (91)44-2230-0285 Fax: (91)44-2230-0287

BRISBANE
JFE Steel Australia Resources Pty Ltd.
Level28, 12 Creek Street, Brisbane QLD 4000 
Australia
Phone: (61)7-3229-3855 Fax: (61)7-3229-4377

■ EUROPE and MIDDLE EAST／
 欧洲及中东地区

LONDON
JFE Steel Europe Limited
15th Floor, The Broadgate Tower, 20 Primrose Street, 
London EC2A 2EW, U.K.
Phone: (44)20-7426-0166 Fax: (44)20-7247-0168

DUBAI
JFE Steel Corporation, Dubai Office
P.O.Box 261791 LOB19-1208, Jebel Ali Free Zone 
Dubai, U.A.E.
Phone: (971)4-884-1833 Fax: (971)4-884-1472

■ NORTH, CENTRAL and SOUTH AMERICA／
 北美洲、中美洲及南美洲地区

NEW YORK
JFE Steel America, Inc.
600 Third Avenue, 12th Floor, New York, NY 10016, 
U.S.A.
Phone: (1)212-310-9320 Fax: (1)212-308-9292

HOUSTON
JFE Steel America, Inc., Houston Office
10777 Westheimer, Suite 230, Houston, TX 77042, 
U.S.A.
Phone: (1)713-532-0052 Fax: (1)713-532-0062

MEXICO CITY
JFE Steel America, Inc., Mexico Office
Ruben Dario #281, 1404 Col. Bosque de 
Chapultepec, C.P. 11580, Mexico, D.F. Mexico 
Phone: (52)55-5985-0097 Fax: (52)55-5985-0099

RIO DE JANEIRO
JFE Steel do Brasil LTDA
Praia de Botafogo, 228 Setor B, Salas 508 & 509, 
Botafogo, CEP 22250-040, Rio de Janeiro-RJ, Brazil
Phone: (55)21-2553-1132 Fax: (55)21-2553-3430

■ ASIA PACIFIC／
    亚洲及太平洋地区

SEOUL
JFE Steel Korea Corporation
6th Floor, 410, Teheran-ro, Gangnam-gu, Seoul 
135-570, Korea 
(Geumgang-Tower, Daechi-dong)
Phone: (82)2-3468-4130 Fax: (82)2-3468-4137

BEIJING（北京）
JFE Steel Corporation Beijing
1009 Beijing Fortune Building No.5, Dongsanhuan 
North Road, Chaoyang District, Beijing, 100004, 
P.R.China
(JFE(北京)钢铁技术发展有限公司)
100004 中华人民共和国北京市朝阳区东三环北路5号 
北京发展大厦1009室
Phone: (86)10-6590-9051 Fax: (86)10-6590-9056

SHANGHAI（上海）
JFE Consulting (Shanghai) Co., Ltd.
Room 801, Building A, Far East International Plaza, 
319 Xianxia Road, Shanghai 200051, P.R.China
(杰富意(上海)商务咨询有限公司) 
200051 中华人民共和国上海市长宁区仙霞路319号
远东国际广场A座801室
Phone: (86)21-6235-1345 Fax: (86)21-6235-1346

GUANGZHOU（广州）
JFE Consulting (Guangzhou) Co., Ltd.
Room 3901 Citic Plaza, 233 Tian He North Road, 
Guangzhou, 510613, P.R.China
(杰富意(广州)咨询有限公司）
510613 中华人民共和国广州市天河北路233号 
中信广场3901室
Phone: (86)20-3891-2467 Fax: (86)20-3891-2469

MANILA
JFE Steel Corporation, Manila Office
23rd Floor 6788 Ayala Avenue, Oledan Square, 
Makati City, Metro Manila, Philippines
Phone: (63)2-886-7432 Fax: (63)2-886-7315

HO CHI MINH CITY
JFE Steel Vietnam Co., Ltd.
Unit 1401, 14th Floor, Kumho Asiana Plaza, 
39 Le Duan Street, Dist 1, HCMC, Vietnam
Phone: (84)8-3825-8576 Fax: (84)8-3825-8562
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